19990727.ba vO2_n619.bam.990727 


>From ???@??? Wed Jul 28 02:07:03 1999 

Message-Id: <199907280024 .d6S001024897@sco.theporch. com> 
Date: Tue, 27 Jul 1999 19:24:32 CDT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 2619 


BOATANCHORS Digest 2619 
Topics covered in this issue include: 


1) Re: Need Tek HV Pot 
by "Steve" <scb@loki.internettport.net> 
2) Re: HRO question 
by Al Klase <skywaves@bw.webex.net> 
3) BOATANCHORS digest 2618 
by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
4) LAST HAM FEST OF THE SEASON FOR THE DC METRO AREA 
by Dave Jordan <wa3gin@erols.com> 
5) RE: BC-610 in Jeep 
by "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
6) Needed: Globe King 400C Plate Transformer 
by "ALLEN,JIM (HP-Cupertino,ex1)" <jim_allen@am.exch.hp.com> 
7) F/S Collins 516E2 28v supply 
by "ROBERT F. KEMP" <xrkemp@mr.net> 
8) CW Crystals 
by "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 
9) STUFF FS 
by John jack M Iverson <jackiv@juno.com> 
10) Hammarlund Parts Radios 
by Dave Wood <w4ej@coastalnet.com> 
11) FS FT DX 400 
by George T Folse III <kb5wwo@bellsouth.net> 
12) WTB Pierson-Holt Receiver 
by w4bld@juno.com 
13) HQ-120 Question 
by "Wallace Gibbons" <rockwall@tcsourceone.com> 
14) Gonset monitor question 
by thompson@mindspring.com 
15) Re: TS-505A meter movement repair 
by mblairi@home.net 
16) FS: Drake AC-4 AC Power Supply 
by Michael Crestohl <mc@sover.net> 
17) STUFF FS 
by John jack M Iverson <jackiv@juno.com> 
18) Re: HQ-120 Question 


by Al Klase <skywaves@bw.webex.net> 
19) HP 608F 
by "Spencer Petri" <wa5jci@flash.net> 
20) RE: HQ-120 Question 
by cswiger <cswiger@wilma.widomaker.com> 
21) WTB " HT-4 Goes to War" book 
by "BROWN,MIKHAEL (HP-PaloAlto,ex1)" <mikhael_brown@am.exch.hp.com> 
22) Source for Tektronix 2 and 3 series plug-ins? 
by "Benjamin D. Hall" <kd5byb@WT.NET> 
23) A Perfect Summertime Excuse... 
by "Tony J. Schroeder" <tony@bright.net> 
24) FT DX 400 is Sold 
by George T Folse III <kb5wwo@bellsouth.net> 
25) Radiation Hazard 
by "Richard Brunner" <rbrunner@gis.net> 
26) Re: Radiation Hazard 
by Lenox Carruth <carruth@geo-thermal .com> 


Message-Id: <199907260654.BAA12472@loki.internettport.net> 
From: "Steve" <scb@loki.internettport.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Mon, 26 Jul 1999 01:36:33 +0000 

MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: Re: Need Tek HV Pot 

CC: boatanchors@theporch.com 


>"A few weeks ago, I purchased a Tektronix RM561A rack mount scope. In 
my "pre-flight" checkout I found that the 5 meg focus potentiometer had 
had its shaft broken off, and that the slide switch on the rear apron 
was broken. 

Anyone have a parts-donor RM561A that could donate this pot?" 


Hello Ben & Group; 


For vintage Tek parts & manuals 'n stuff, here is the resource page; 
<http://margo.student.utwente.nl/~wel/resource.htm> 

from The Museum of Tek Scopes pages; 
<http://margo.student.utwente.nl/~wel/tek.htm> 
The sample schematics on this site should cover your P/S 
<http://margo.student.utwente.nl/~wel/lvschem. gif> 

and HV/ CRT circuit 
<http://margo.student.utwente.nl/~wel/564hv.gif> 

as well, what a bonus! 
Good luck, Ben! 


Regards; Steve 


Message-ID: <379C7B68.CF96A6ED@bw.webex.net> 
Date: Mon, 26 Jul 1999 08:14:48 -0700 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: HRO question 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Ben and the Group, 


I can't speak to the extra jacks, but the rest of your description is 


consistent with HRO Junior: No S-meter, no crystal filter, (also no 
bandspread connections on the coil sets.) Headphone jack should be 
directly above the AF gain control. I think there was a military HRO 
Junior derivative as well. 


13% 
Al 


BEN NOCK wrote: 
> 
> I have acquired today an HRO, but slightly different.... 


> no S meter, but with two jacks that look like an S meter would plug in to, 


and the af and bfo 
knobs, 2 jacks at the top and what I assume is the headphphone jack 
left. 


VV VV 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Date: Mon, 26 Jul 1999 08:42:59 -0400 

From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> 
Subject: BOATANCHORS digest 2618 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199907260843_MC2-7E49-8B14@compuserve. com> 
MIME-Version: 1.0 

Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 


with only the rf gain control and red lamp to the right of the coil pack 


to the 


charset=IS0-8859-1 
Content-Disposition: inline 


Mark & Group, 


Fixing the Zero problem is usually just a matter of centering the externa= 
1 
adjuster and zeroing the meter with the rear spring, being careful not to= 


loosen the nuts too much (which will let the needles drop out of the 
bearings). The other symptoms could all be attributable to excessive 
bearing preload, especially if the hysteresis between increasing and 
decreasing current readings bracket the true current. The decreased 
sensitivity could also be the magnet, which is probably A1NiCo, and not 
that difficult to partially demagnetize. 


If it were mine, I'd diddle with the bearing preload, adjust the zero, an= 
d 

if that didn't fix it, send it to Leonard or one of the few other meter 
repair people. Although I know how to build the shooter to remagnetize t= 
he 

magnet, I wouldn't spend time doing it. 


Robert Downs 
WA5CAB 
Houston 


Message text written by Mark J. Blair 

>Hi, gang. I'm trying to fix a TS-505A VTVM which has a bad 1 mA FS 
meter movement. I'd like to find out if any of y'all who have fixed 
meter movements before have any advice before I crack open the sealed 


Message-ID: <379C5C94.D7584B07@erols.com> 

Date: Mon, 26 Jul 1999 09:03:16 -0400 

From: Dave Jordan <wa3gin@erols.com> 

MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 

CC: "jenydeli@bellatlantic.net" <jenydeli@bellatlantic.net> 
Subject: LAST HAM FEST OF THE SEASON FOR THE DC METRO AREA 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


This is a new location for one of the most popular ham fest in the WDC 
area. 


F.A.R.FEST '99 AT NEW LOCATION 


The Foundation for Amateur Radio (FAR) will sponsor the 42nd 
annual F.A.R.Fest amateur radio hamfest on Sunday, September 26, 
1999, at Prince George's Stadium 1/4 mile south of the junction 
of US-50 on US-301 in Bowie, Maryland between Washington, DC and 
Annapolis, Maryland. 


This is a new location for F.A.R.Fest, with a paved area that 
accommodates over 700 tailgaters. Vendors and other sellers will 
be able to set up under the canopy of the stadium concourse. 
General admission tickets into F.A.R.Fest '99 are $5.00 at the 
gate; $10.00 for tailgating, which requires the purchase of 
general admission. Vendors and other exhibitors should contact 
Marry Morris, N4TCI at amateur_radio@hotmail.com, or at 703-971- 
3905 for more information. 


The Special Events station W3PRL-AM will be on display. 
Talk-in frequencies are 146.520 MHz and 147.105 MHz. 
To get to F.A.R.Fest '99: 


>From points North: 

Take I-95 south to the Baltimore Beltway (1-695) to Exit 4 (1-97 
South) toward Annapolis. On I-97 South, take Exit 7 (Route 3 
South - Bowie/Odenton). Take Route 3 for approximately 11 miles. 
After passing under the Route 50 overpass, proceed to second 
traffic light and turn left into Stadium Drive. NOTE: Route 3 
changes to Route 301 after you pass under Route 50. 


>From points South: 

Take I-95 North to Exit 104 (Route 301 North). Take 301 North 

past Upper Marlboro. Go through the traffic light at the Route 
197 intersection (Rip's Country Inn will be on the right). At 

the next traffic light, turn right into Stadium Drive. 


>From points East: 
Take Route 50 West to Exit 13A (Route 301 South). At the second 
traffic light, turn left into Stadium Drive. 


>From points West: 


>From I-70 East, follow directions coming from points North. 


>From Washington, D.C. or the Capital Beltway: 

>From D.C., take New York Avenue to Route 50 East, or the Capital 
Beltway, Exit 19A (Route 50 East). Take Route 50 to Exit 11 
(Route 197). Go South on Route 197 for approximately 1.5 miles 
to Route 301. Turn left onto Route 301 and remain in the right 
lane. Turn right at first traffic light into Stadium Drive. 


For general information on F.A.R.Fest ‘99, contact Al Brown, 
KZ3AB, at amateur_radio@hotmail.com, or at 301-490-3188. 


F.A.R.FEST '99 


THE ONLY PLACE TO BE SEPTEMBER 26 


Date: Mon, 26 Jul 1999 08:55:38 -0400 
From: "ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve. com> 
Subject: RE: BC-610 in Jeep 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-ID: <199907260855_MC2-7E49-8C1B@compuserve. com> 
MIME-Version: 1.0 
Content-Transfer-Encoding: quoted-printable 
Content-Type: text/plain; 

charset=IS0-8859-1 
Content-Disposition: inline 


Paul & Group, 


TM 11-2715 Change 2 lists SCR-499. Unfortunately, the original that I 
borrowed to copy for my only file copy was missing pages 75-100 where thi= 
Ss 

info was supposed to be. 


Robert Downs 
WA5CAB 
Houston 


Message text written by Paul Thekan 
> Does anyone out there have any information on 
mounting of the BC 610 in a jeep. I have seen a wartime photo showing the= 


610 mounted in a jeep but am not sure what receiver they ran with it(I 
guess the BC 342) . Was the JB 70 control box used or was some custom mad= 


Message-ID: <87FB8F5CE210D311B60500A0C9F4871C2A3561@xcup01.cup.hp.com> 
From: "ALLEN,JIM (HP-Cupertino,ex1)" <jim_allen@am.exch.hp.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Needed: Globe King 400C Plate Transformer 
Date: Mon, 26 Jul 1999 08:09:59 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


Well, I thought the Globe King 400C was already to go. Full output 
for awhile, then the Plate Transformer cooked. I'm in need of a 
3,000 V center tapped transformer at 300 ma. It can't be more that 
5.5 inches high. Can anyone help out there? 


Regards, 


Jim 


Message-ID: <379CB442.4A14@mr.net> 

Date: Mon, 26 Jul 1999 12:17:22 -0700 

From: "ROBERT F. KEMP" <rkemp@mr.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: F/S Collins 516E2 28v supply 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Anyone have an interest in this unit? 
Make me an offer. Looks complete, no manual, no cabling. 


Bob. 


Message-ID: <21B46CBD022AD1118F0500805F15A0680186675A@stpmsx05.stp.guidant. com> 
From: "Freeberg, Scott (STP)" <scott.freeberg@guidant.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: CW Crystals 

Date: Mon, 26 Jul 1999 13:41:07 -0500 

MIME-Version: 1.0 


Content-Type: text/plain 
Hi All, 


I wonder if anyone will be carrying on the CW Crystals business? 
Just thinking out loud. 


73, WAQWFA in Saint Paul Minn 


ps. I should be on 7147 pretty soon with the Ranger II and Drake 2B 


To: Old Tube Radios <boatanchors@theporch.com> 

Cc: pmonroe@inwave.com, K9gdt@STARNETUSA. net 

Date: Mon, 26 Jul 1999 18:24:05 -0500 

Subject: STUFF FS 

Message-ID: <19990726.184311.-161695.0.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: John jack M Iverson <jackiv@juno.com> 


THE FOLLOWING HAVE TURNED UP AS EXCESS TO NEEDS: 
ONE, TRIAD Plate tx ,no. P9A, 1235 v ac ct. @500 ma+ 5v @ 6a, 120 
pri, 
3000 vrms test. $40.00 
ONE TRIAD swinging choke, 25 hy @ 50 ma, 5 hy @500ma, 
65 ohms resistance, 3kv test, $20.00 
ONE HALLICRAFTERS HT-41 linear amp w/manual, copy and spare 7094 
tube 
$300.00 no ship, pickup only in the chicago 
area. 
ONE air socket for the 4-400 or 4-250 (eimac of course) $35.00 
(no chimney) 
ONE 5 pin socket for 4-1000 series, has cooling holes in base, not 
the 
“air socket" type $20.00 


all the above plus shipping or can deliver to ARCI meet 
in Elgin next month 
see you in elgin or peotone 
jack 


Jack Iverson KOEWU jackiv@juno.com 
ARRL, IEEE LM, RCA, AMI, ARCI, QCWA,CCA 


Get the Internet just the way you want it. 


Free software, free e-mail, and free Internet access for a month! 
Try Juno Web: http://d1.www.juno.com/dynoget/tagj. 


Message-Id: <199907270013 .UAA09656@falcon.coastalnet.com> 
Date: Mon, 26 Jul 1999 20:23:27 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Dave Wood <w4ej@coastalnet.com> 

Subject: Hammarlund Parts Radios 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Gang, years ago I purchased an HQ-145 to restore plus an 145 and 170 parts 
radio. Having recently completed the restoral, I am wishing to dispose of 
the parts radios. The parts rigs have nice cabinets and front panels but 
are missing tubes and clocks. I was planning to take these sets to the 
Shelby hamfest in September, if any list member wants one, let me know in 
advance. I have a minimal amount invested in each radio. 73 Dave 

Dave Wood 

302 B. Katherine Ct. 

Wilson, NC 27893 


Heathkit Collector 
Specializing in the clock products 


Message-ID: <379D087A.1A91@bellsouth.net> 

Date: Mon, 26 Jul 1999 20:16:42 -0500 

From: George T Folse III <kb5wwo@bellsouth.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: boatanchors@listserv.tempe. gov 

Subject: FS FT DX 400 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


All, 
I have a Yaesu FT DX 400 FS in good working condition. No manual or 
mic. $100 + shipping from 70053. 
Thanks, 
George 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Mon, 26 Jul 1999 21:56:38 -0400 

Subject: WTB Pierson-Holt Receiver 

Message-ID: <19990726.215639. -193709.4.w4bld@juno.com> 
MIME-Version: 1.0 


Content-Type: text/plain 
Content-Transfer-Encoding: 7bit 
From: w4bld@juno.com 


Hi Gang - The title says it all. If anyone has one of these little 
receivers, please contact me directly. Either a KE-91 or a KE-93 is ok 
but a KE-93 is prefered. Thanks, Bob 


Bob Kerby - W4BLD 
POB 991 
Waynesboro, VA 22980 


Get the Internet just the way you want it. 
Free software, free e-mail, and free Internet access for a month! 
Try Juno Web: http://d1l.www.juno.com/dynoget/tagj. 


Message-ID: <379D338B.DF41B30B@tcsourceone. com> 
Date: Mon, 26 Jul 1999 22:20:28 -0600 

From: "Wallace Gibbons" <rockwall@tcsourceone.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: HQ-120 Question 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Hi, 


Just finished going over a HQ-120 (rack mount model) my brother pulled 
from a dumpster at the local equivalent of the Salvation Army. Works 
just great with paper caps replaced and resistors out of tolerance also 
replaced. 


My question, the plate resistor of the first audio stage (one half of a 
6F8G) is listed on the schematic as a 10K. The radio had a 25K 
installed. I'm pretty sure the 25K was stock. Looked like all the other 
resistors in the set, with the old body-end-dot color coding. I mean the 
radio was completely stock when I got it with regard to resistors and 
capacitors. Anybody have original documentation and can tell me which is 
really correct? 


I believe the 25K to be a better plate load for the gain stage, but then 
again, the Riders stuff I have ought to be right! 


Thanks. 


Wally Gibbons 


Rockwall@tcsourceone.com 


From: thompson@mindspring.com 

Message-ID: <001301bed7e5$6d331720$c26456d1@default> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Gonset monitor question 

Date: Tue, 27 Jul 1999 00:06:37 -0400 


I recently received a Gonset code practice oscillator/monitor. The tubes 
were out of the socket but upon installing them found that the code 
oscillator worked OK. Now I am trying to get the monitor to pick up CW and 
AM transmissions from my transmitter. Pick up is via a RF sensor connected 
by two screws on the rear of the unit. I tried a link coil with no luck and 
then found an FM receiving dipole made with 300 ohm twin lead. This works 
some with the dipole laying on top of the TX. Very low audio/pick up and 
the tubes test OK. 


Does anyone know what Gonset expected as a RF pick up? The only monitor I 
remember ever owning was the Johnson signal Sentry which connected to the TX 
for both RF and power and you had to almost cut the audio off it was so 
loud! 


Dave K4JRB 


Message-Id: <199907270423 . VAAQ38780@cx689895-a.msnv1.occa.home.com> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: TS-505A meter movement repair 

Date: Mon, 26 Jul 1999 21:23:09 -0700 

From: mblairi@home.net 


"ROBERT W. DOWNS" <RWDowns_WA5CAB@compuserve.com> wrote: 

Fixing the Zero problem is usually just a matter of centering the external 
adjuster and zeroing the meter with the rear spring, being careful not to 
loosen the nuts too much (which will let the needles drop out of the 
bearings). The other symptoms could all be attributable to excessive 
bearing preload, especially if the hysteresis between increasing and 
decreasing current readings bracket the true current. 


VVVVV VV 


I fiddled with the front bearing preload, and the meter seems to have 
better repeatability now. However, I don't think I can get at the rear 
spring adjustment without removing the movement from the case, and I 
can't figure out how to do that. I've seen some meters in which the 
movement was held into the case by the external electrical contacts, 
but this one doesn't seem to be made that way. Does anybody have any 


suggestions? This is a Q.V.S Model 450R Type 717, if that helps. I 
temporarily posted some pictures of the movement on my web page at: 


http: //www.qsl.net/ke6myk/tmp/meter/ 


Thanks for any more suggestions! 


Mark J. Blair, KE6MYK <mblairi@home.net> 

PGP 2.6.2 public key available from http://pgp.ai.mit.edu/ 
Web page: http://www.qsl.net/ke6myk/ 

DO NOT SEND ANY UNSOLICITED COMMERCIAL EMAIL TO THIS SITE 


Message-Id: <4.2.0.58.19990727074006.00a31b30@mail.sover.net> 
Date: Tue, 27 Jul 1999 07:43:04 -0400 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Michael Crestohl <mc@sover.net> 

Subject: FS: Drake AC-4 AC Power Supply 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


G'day Gang: 


I have an extra DRAKE AC-3 AC power supply for sale/trade. It is in 
immaculate condition and has a high serial number (> 36K). It doesn't show 
any signs of excessive heat and the power cords are in perfect condition. 


I'm asking $125.00 plus shipping or an interesting trade for it. If 
interested please reply by e-mail. 


73% 


Michael Crestohl, WRC 
mc@sover.net 


To: Old Tube Radios <boatanchors@theporch.com> 

Date: Tue, 27 Jul 1999 06:57:46 -0500 

Subject: STUFF FS 

Message-ID: <19990727.070110. -193249.0.jackiv@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain 

Content-Transfer-Encoding: 7bit 

From: John jack M Iverson <jackiv@juno.com> 


re previous post, the choke and transformer have been sold, thanks to 


all 73 jack 
Jack Iverson KOEWU jackiv@juno.com 
ARRL, IEEE LM, RCA, AMI, ARCI, QCWA,CCA 


Get the Internet just the way you want it. 
Free software, free e-mail, and free Internet access for a month! 
Try Juno Web: http://d1.www.juno.com/dynoget/tagj. 


Message-ID: <379DA786.10EEBF96@bw.webex.net> 
Date: Tue, 27 Jul 1999 05:35:18 -0700 

From: Al Klase <skywaves@bw.webex.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: HQ-120 Question 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Wally and the Group, 
Wallace Gibbons wrote: 


> My question, the plate resistor of the first audio stage (one half of a 
> 6F8G) is listed on the schematic as a 10K. The radio had a 25K 
> installed. 


Mine, serial number 8776, measures 11K. If anyone else wants to check, 
you can read the resistance between pin 3 of the 6F8G and the relay jack 
on the rear panel. 


73, 
Al 


Al Klase - N3FRQ 

skywaves@bw.webex.net 

Flemington, NJ 08822 

Web Page: http://www.webex.net/~skywaves/home.htm 


Message-ID: <0Q00101bed82£$£6818b20$8£301ed1@wa5jci> 
From: "Spencer Petri" <wa5jci@flash.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: HP 608F 

Date: Tue, 27 Jul 1999 08:00:10 -0500 

MIME-Version: 1.0 


Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Greetings, 


Anyone got a spare HP 8708 for the 608F hanging around in the way? If so, 
how much? 


es 73 de Pete WA5JCI EM21 


6 meter VUCC # 361 
2 meter VUCC # 346 


Date: Tue, 27 Jul 1999 09:46:24 -0400 (EDT) 

From: cswiger <cswiger@wilma.widomaker.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: boatanchors@theporch.com 

Subject: RE: HQ-120 Question 

Message-ID: <Pine.BSF.3.96.990727093739 .2087A-100000@wilma.widomaker. com> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


> My question, the plate resistor of the first audio stage (one half of 
>a 6F8G) is listed on the schematic as a 10K. The radio had a 25K 
> installed. 


Wally - 


My manual for the HQ-120-X lists the plate resistor on 
the 6FG8 in question, R114, as 25K, 1W, PART NO. 6209. 


Good rescue by the way. I like that set. 


Chuck 
kb4new 
cswiger@widomaker.com 


Message-ID: <57480C70A425D311B49FO00A0C99E501DA78B45@xpa01.boi.hp.com> 
From: "BROWN,MIKHAEL (HP-PaloAlto,ex1)" <mikhael_brown@am.exch.hp.com> 
To: Old Tube Radios <boatanchors@theporch.com> 

Subject: WTB " HT-4 Goes to War" book 

Date: Tue, 27 Jul 1999 09:20:58 -0600 


MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 


I am looking for the book "The HT-4 Goes to War" in any condition as long as 
it is all there. I am trying to find the history of the BC-610. 


Thanks and 73's 


Mike 
N6WIG 


Mikhael Brown <mikhael_brown@hp. com> 


Message-Id: <3.0.32.19990727124610 .007d8d60@mail.wt.net> 
Date: Tue, 27 Jul 1999 12:46:25 -0500 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "Benjamin D. Hall" <kd5byb@WT.NET> 

Subject: Source for Tektronix 2 and 3 series plug-ins? 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Greetings all... 


I recently aquired a Tek RM561A, and am in the process of repairing some 
minor problems with it. It works pretty good, except the vertical plug-in 
needs some work - it only works in CHOP. 


So, while I'm fixing that one, can anyone point me to a source of 2 and 
3-series plugins? I've checked the normal sources (Ebxy, Fair Radio, 
Toronto Surplus, etc) but haven't had luck. 


Thanks, 

Ben 

Benjamin D. Hall, KD5BYB, Engine and radio collector / operator. 
Located in Houston, Texas, USA. 

e-mail: kd5byb@WT.net, web: x*xxdown for refurbishmentxxx 

"An ye harm none, do what ye will." 


Message-Id: <199907272134.RAA16554@sparticus.bright.net> 
From: "Tony J. Schroeder" <tony@bright.net> 

To: Old Tube Radios <boatanchors@theporch.com> 

Date: Tue, 27 Jul 1999 17:34:31 -0400 


MIME-Version: 1.0 

Content-type: text/plain; charset=US-ASCII 
Content-transfer-encoding: 7BIT 

Subject: A Perfect Summertime Excuse... 


..came my way by means of my perusal of the October, 1922 

issue of QST. While casually scanning the ads, I came upon one 
offered by a manufacturer of headsets (referred to as "radio 
receivers" in the notice) promising "All the high-priced qualities. 
Sensitiveness-balance-natural voice pitch-no scratching." All for the 
paltry sum of $6.00, and offered by none other than 


Briggs & Stratton! 


Now, if I can only find a set, I can honestly tell my dearly-beloved 
and long-suffering XYL that "I'm going out to fire up the Briggs & 
Stratton" - only, I won't get so sweaty. 


See Page 119 for all of the other high-priced qualities. 


73, 


Tony N8SNC 


Message-ID: <379E2E97.6337@bellsouth.net> 

Date: Tue, 27 Jul 1999 17:11:35 -0500 

From: George T Folse III <kb5wwo@bellsouth.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: boatanchors@theporch.com 

Subject: FT DX 400 is Sold 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Thanks to all who replyed 


George 


Message-ID: <Q00301bed888$3b824ea0$451c29d8@blah> 
From: "Richard Brunner" <rbrunner@gis.net> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Radiation Hazard 

Date: Tue, 27 Jul 1999 19:31:12 -0400 
MIME-Version: 1.0 

Content-Type: text/plain; 


charset="i1s0-8859-1" 
Content-Transfer-Encoding: 8bit 


I have built a Geiger-M,ller-Z%hler, (Geiger-Counter) and believe it is 
working as I get some random beeps per minute. It is supposed to detect 
Gamma, and "high-energy" Beta radiation. Also, a Coleman gas lamp mantle 
gives faster random beeps. (I believe it has some Thorium) Anyway, none of 
my BA's show any radioactivity, including two GRC-9's, two ART-13's, and 
some "Intended to glow in the dark" meters. Does anyone know what that 
radioactive paint gives off? If it is mostly Alpha and Beta, I think it 
would be stopped by the enclosure and dial glass or plastic. I suspect that 
the only way to be harmed is to dis-assemble the meter and abrade and 
breathe the dust, or perhaps lap the dial! 


Richard Brunner, AA1P, rbrunner@gis.net 


Message-ID: <379E4DDC.368FC402@ge0-thermal . com> 
Date: Tue, 27 Jul 1999 19:25:00 -0500 

From: Lenox Carruth <carruth@geo-thermal.com> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Radiation Hazard 

Content-Type: text/plain; charset=iso-8859-1 
Content-Transfer-Encoding: 8bit 


The old stuff is Radium and it emits strong Gamma radiation. Some WW-II items 
had light activated "glow-in-the-dark" markings but the only that I have seen 
were on some AAF circular bombing calculators. 


Modern "Tritium" illumination is sealed in little glass vials and you won't get 
any reading from it. I expect that it is an Alpha emitter but I have not 
checked the charts. 


Old "green" Coleman mantles did indeed have Thorium in them and they worked a 
lot better than the new "gold" ones. The government must have thought that too 
many people were eating them. 


Old stuff is safe as long as you don't eat or breath it. Meters are fine as are 
radioactive vacuum tubes. Knobs and markings are fine if you wash your hands 
after using them. I believe that overcoating them with a clear coat is safest. 
Perhaps one of the chemical engineers would tell us which material would be best 
for this. Just don't store that TBX under the baby's matress! 


Richard Brunner wrote: 


> I have built a Geiger-M,ller-Z%hler, (Geiger-Counter) and believe it is 

> working as I get some random beeps per minute. . . . . Does anyone know 
> what that 

> radioactive paint gives off? If it is mostly Alpha and Beta, I think it 

> would be stopped by the enclosure and dial glass or plastic. 

> 

> 


Richard Brunner, AA1P, rbrunner@gis.net 


Lenox Carruth Dallas, TX carruth@geo-thermal.com 
Collector of WW-II Communications Equipment and Memorabilia 


Wanted: TBX accessories, GY-11, WW-II era Sextant 


End o£ BOATANCHORS Digest 2619 
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